
V I E W I N G  C H E C K L I S T

Lexus UX 300e
2020-2025 · 54.3 kWh / 72.8 kWh battery, 150 kW (204 PS) front-wheel drive electric

carchecker.pro

Est. annual maintenance cost: €450-850

Date Mileage Price Seller

VIN

What matters most: CHAdeMO charging is the main ownership limitation: DC charging is typically 35-44 kW, compatible infrastructure is

shrinking, and pre-2023 cars also have the smaller 54.3 kWh battery.

BEFORE THE VIEWING

Confirm applicable recalls

Ask Lexus to check the VIN for all applicable recalls: the 2021-2023 heater campaign, the KMA10

eCall campaign for 19 August 2020 to 23 March 2021, and the 2023 camera campaign.

Check battery health records

Request a battery health report and evidence of annual dealer health checks. Ask Lexus to confirm

any remaining capacity coverage under the applicable market terms.

Identify the battery version

Confirm whether the car is the 2020-2022 54.3 kWh version or the 2023 facelift with 72.8 kWh; their

listed WLTP ranges are about 315 km and 450 km.

AT THE CAR

Inspect body and tires

Inspect the exterior and body panels for damage. Check the tires for tread depth and age; this car

uses 215/60R17 tires that may need replacement every 35,000-45,000 km.

Measure the 12V battery

With the car off, measure the 12V battery voltage; it should read 12.4 V or above. Ask how long the

car regularly sits unused and whether a trickle charger is used.

Test windscreen defrost

While stationary, switch on the windscreen defrost and confirm that warm air reaches the windscreen,

as heater element failure can disable this function.

Inspect the CHAdeMO port

Check the CHAdeMO port for corrosion or damage. If a compatible charger is available, confirm that a

DC session starts, continues, and shows no charging fault.

Test the pre-2023 touchpad

While stationary in a pre-2023 car, test the Remote Touch trackpad for sluggish responses or freezing;

later cars use a conventional touchscreen.

DURING THE DRIVE

Listen to the rear suspension

On an ordinary route with speed bumps or uneven surfaces, listen for knocking or creaking from the

rear, which may indicate worn bushes or drop links.

Allow a 20-minute drive

Drive for at least 20 minutes at varied legal speeds. The quiet cabin makes rear suspension noises

easier to detect.

THIS CAR AT A GLANCE

A well-built front-wheel-drive EV with

few mechanical failures, but slow

CHAdeMO charging and 12V battery

drain matter.

KNOWN WEAK POINTS

12V battery drain
May go flat after 7-12 days without use.

€150-350

Slow CHAdeMO charging
Typically 35-44 kW; CHAdeMO is

declining.

€0

Rear suspension wear
Knocks or creaks after 60,000-80,000

km.

€250-500

Pre-2023 touchpad
May freeze or respond sluggishly.

€0-350

HVAC heater element
2021-2023 recall covers defrost failure.

€400-800

Scans 1,000+ databases for damage,

mileage rollbacks, theft records and

ownership changes.

Save 20% with code CARCHECKER

NOTES

This checklist is for informational purposes only. While we aim for accuracy, information may contain errors. It

does not replace a professional vehicle inspection. carchecker.pro accepts no liability for purchase decisions

based on this document.
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